Assembly order:

1.

Insert 4 x Interface bracket spacer (Item 4) into
Interface bracket in Seat assy (Item 1) as shown in
ASSY DETAIL 1-2.

Loosen the two grip knobs in the Seat assy (Item 1)
(see ASSY DETAIL 1-1).

Add a drop of blue Loctite to 4 x threaded holes
(see ASSY DETAIL 1-2)

Place Backrest (Item 2) between the two Interface

brackets in the Seat assy. Fixate in center of brackets

and finger tighten the two Grip knobs.

Loosen the Cam lever to release the Locking plate
(see ASSY DETAIL 2).

Insert 4 screws Mé6x20 (Item 5) and torque to 10 - 12
Nm (see ASSY DETAIL 1-2).

Place the assembled Seat/ Backrest unit on top of

the Undercarriage (Item 3) and press down to fixate.

ASSY DETAIL 1-1
Positioning of Backrest

Cam lever

ASSY DETAIL 2

See assy detail 3

ASSY DETAIL 1-2
Backrest to Seat

ASSY DETAIL 3
Seat to Undercarriage

Allign seat with
undercarriage and
Foot support as shown
here

3
TEM PART NUMBER Title QTY.

Krabat Jockey Lite, Seat,
1 [300-4013 complete, size 1 ]
5 1900-1134 Backrest, high, complete,|

size 1

Jockey Lite undercarriage,
300-4003 size 1 and -2 ]
4 1900-1140 Interface bracket -spacer| 4
5 |IDIN912Mé6 x 20 --- 20N -St-10.9 - EZ 4
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Assembly order:

1. Insert the 5 wheels (Item 1) into Wheelcross (Iltem 2).
2. Insert Gas spring (Item 3) into hole in Wheelcross (ltem 2).
3. Change Foot rest sleeve according to note below
4

Attach Foot support (Item 4) to Gas spring (Item 3) and
tighten the screw

Note:

- Item 5 (Foot rest sleeve) to be interchanged
with existing sleeve before Item 5 is assembled.

- Transfer the Foot rest sleeve bracket to Iltem 5
before inserting into Foot support (Item 4), see
detail below.

- Discard the existing sleeve

Fooft rest
sleeve
bracket

(7
Existing sleeve
to be removed
and discarded

Align protruding
edge on Gas
spring piston
with Wheelcross
as shown here

Align Foot
support with

UNLESS OTHERWISE SPECIFIED:

ALL DIMENSIONS | TOLERANCES,
AREIN LINEAR/ ANGULAR:

MILLIMETERS
NS-ISO 2768-1-m-K

O krabal”
NAME SIGNATURE DATE
DRAWN AS. 0%9.01.17

CHK'D
APPV'D

Wheel cross

as shown

here
TP PART NUMBER Title QTY.
1 [900-1064 Wheel @50 (5525-30550) 5
2 |900-1063 Wheelcross (57-90681-390) 1
3 [900-1061 Gas spring (610-28502350) 1
4 |900-1066 Foot support (320957) 1
5 1300-2152 Foot rest, sleeve 1
A3 Jockey Lite size 1

MATERIAL: TITLE: . .
Jockey Lite undercarriage,
AR medium gas spring
DWG NO. REVISION
FINISH: 300_4003
01

WEIGHT: SHEET 1 OF 1 SCALE:1:20 | DO NOT SCALE DRAWING
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Assembly order:

1. Insert 4 x Interface bracket spacer (Iltem 4) into
Interface bracket in Seat assy (Iltem 1) as shown in
ASSY DETAIL 1-2.

2.  Loosen the two grip knobs in the Seat assy (Item 1)
(see ASSY DETAIL 1-1).

3. Add a drop of blue Loctite to 4 x threaded holes
(see ASSY DETAIL 1-2)

4. Place Backrest (Item 2) between the two Interface
brackets in the Seat assy. Fixate in center of brackets
and finger tighten the two Grip knobs.

5. Loosen the Cam lever to release the Locking plate
(see ASSY DETAIL 2).

6. Insert 4 screws Mé6x20 (Item 5) and torque to 10- 12
Nm (see ASSY DETAIL 1-2).

Allign seat with
undercarriage and
' Foot support as shown

7. Place the assembled Seat/ Backrest unit on top of
the Undercarriage (Item 3) and press down to fixate.

| here
‘L See assy detail 3
ASSY DETAIL 3
d 3 Seat to Undercarriage
SV DETAIL 1.1 N7 PART NUMBER Title QTY.
Positioning of Bocgkres’r ! Krabat Jockey Lite, Seat,
9 1 |300-4014 complete, size 2 ]
2 1900-1135 Backrest, k;gehécomple’re, 1
Jockey Lite undercarriage,
300-4003 size 1 and -2 ]
4 |900-1140 Interface bracket -spacer| 4
S5 |IDIN912Mé6 x 20 --- 20N -St-10.9 -EZ 4
Cam lever orms oS R
I/:\/\IRLEU‘I\'\/l\ETERS HINEAR] ANGULAR: ES@EESHARP A3 JOC key the SIZe 2
NS-ISO 2768-1-m-K
" MATERIAL: TITLE: Jockey L”’e s|ze 2'
!V krabat — complete w/ footrest
ASSY DETA”_ 2 ASSY DETAIL ]_2 DRAWN AS. 09.01.17 © FINISH: ‘ 300_4002 04

Backrest to seat CHED

APPV'D WEIGHT: SHEET 1 OF 1 SCALE:1:20 | DO NOT SCALE DRAWING
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Assembly order:

1. Insert the 5 wheels (Item 1) into Wheelcross (Iltem 2).
2. Insert Gas spring (Item 3) into hole in Wheelcross (ltem 2).
3. Change Foot rest sleeve according to note below
4

Attach Foot support (Item 4) to Gas spring (Item 3) and
tighten the screw

Note:

- Item 5 (Foot rest sleeve) to be interchanged
with existing sleeve before Item 5 is assembled.

- Transfer the Foot rest sleeve bracket to Iltem 5
before inserting into Foot support (Item 4), see
detail below.

- Discard the existing sleeve

Fooft rest
sleeve
bracket

(7
Existing sleeve
to be removed
and discarded

Align protruding
edge on Gas
spring piston
with Wheelcross
as shown here

Align Foot
support with

UNLESS OTHERWISE SPECIFIED:

ALL DIMENSIONS | TOLERANCES,
AREIN LINEAR/ ANGULAR:

MILLIMETERS
NS-ISO 2768-1-m-K

O krabal”
NAME SIGNATURE DATE
DRAWN AS. 0%9.01.17

CHK'D
APPV'D

Wheel cross
as shown
here
TP PART NUMBER Title QTY.
1 [900-1064 Wheel @50 (5525-30550) 5
2 |900-1063 Wheelcross (57-90681-390) 1
3 [900-1061 Gas spring (610-28502350) 1
4 |900-1066 Foot support (320957) 1
5 1300-2152 Foot rest, sleeve 1
A3 Jockey Lite size 2

MATERIAL: TITLE: . .
Jockey Lite undercarriage,
AR medium gas spring
DWG NO. REVISION
FINISH: 300_4003
01

WEIGHT: SHEET 1 OF 1 SCALE:1:20 | DO NOT SCALE DRAWING
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Assembly order:

1.

Insert 4 x Interface bracket spacer (Item 4) into
Interface bracket in Seat assy (Item 1) as shown in
ASSY DETAIL 1-2.

2. Loosen the two grip knobs in the Seat assy (Item 1)
(see ASSY DETAIL 1-1).

3. Add a drop of blue Loctite to 4 x threaded holes
(see ASSY DETAIL 1-2)

4. Place Backrest (Item 2) between the two Interface
brackets in the Seat assy. Fixate in center of brackets
and finger tighten the two Grip knobs.

5. Loosen the Cam lever to release the Locking plate
(see ASSY DETAIL 2).

6. Insert 4 screws Mé6x20 (Item 5) and torque to 10- 12
Nm (see ASSY DETAIL 1-2).

7. Place the assembled Seat/ Backrest unit on top of
the Undercarriage (Item 3) and press down to fixate.

Grip knob
ASSY DETAIL 1-1
Positioning of Backrest
Cam lever

ASSY DETAIL 2 ASSY DETAIL 1-2

Backrest to Seat

See assy detail 3

\\7

Assy detail 1

Allign seat with
undercarriage and
Foot support as shown

UNLESS OTHERWISE SPECIFIED:

ALL DIMENSIONS | TOLERANCES,
LINEAR/ ANGULAR:

here
ASSY DETAIL 3
Seat to Undercarriage
M PART NUMBER Title QTY.

Krabat Jockey Lite, Seat,

1 |300-4010 complete, size 3 ]

Backrest, high,
2 |700-1136 complete, size 3 ]
Jockey Lite
3 |300-4012 undercarriage, size 3 ]
Interface bracket -
4 |900-1140 spacer 4
5 |DIN 912 Mé x 20 --- 20N - St - 10.9 - EZ 4
A3 Jockey Lite size 3

NS-ISO 2768-1-m-K

2 krabal’

SIGNATURE

MATERIAL: TITLE:

Jockey Lite size 3,
complete w/ footrest

TREATMENT:

DATE DWG NO. REVISION

300-4009 @

WEIGHT: SHEET 1 OF 1 SCALE:1:10 | DO NOT SCALE DRAWING
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Assembly order:

1. Insert the 5 wheels (Item 1) into Wheelcross (Iltem 2).
2. Insert Gas spring (Item 3) into hole in Wheelcross (Item 2).
3. Change Footrest sleeve according to note below
4

Attach Foot rest (Item 4) to Gas spring (Item 3) and
tighten the screw

Nofte:

- Item 5 (Fooft rest sleeve) to be interchanged with
existing sleeve before Item 5 is assembled.

- Transfer the Foof rest sleeve bracket to Item 5 before
inserting into Foot support (Item 4), see detail below.

- Discard the existing sleeve

Fooft rest
sleeve
bracket

Existing sleeve
to be removed
and discarded

Align protruding
edge on Gas
spring piston
with Wheelcross

as shown here

Align Foot
support with
Wheel cross as
shown here

TEM PART NUMBER Title QTY.
1 |9200-1064 Wheel @50 (5525-30550) 5
2 [900-1063 Wheelcross (57-90681-390) 1
3 [900-1074 Gas spring (610-2850305) 1
4 1900-1066 Foot support (320957) 1
5 |300-2152 Fooft rest, sleeve 1
T s Jockey lite size 3

NS-ISO 2768-1-m-K

2 krabal’

NAME SIGNATURE DATE

MATERIAL:

DRAWN AS. 09.03.17 | FINISH:
CHK'D
APPVD WEIGHT:

TREATMENT:

TITLE:

DWG NO.

SHEET 1 OF 1

Jockey Lite undercarriage,
long gas spring

REVISION

300-4012 o

SCALE:1:20 | DO NOT SCALE DRAWING
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